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Brightness 
Flux: Click Flux, then you can adjust the brightness of the lamp. When opening the 
panel, Flux is activated by default. Touch the ring to adjust brightness , 
clockwise turn will increase the brightness; Anti-clockwise turn will reduce the brightness. 
The darkest is 5% and the brightest is 100%. 

Color temperature control 
Color: Click the Color button to activate the color temperature adjustment function. Touch the ring to 
adjust brightness, clockwise turn will increase the color temperature; Anti-clockwise turn 
will reduce the color temperature. T he minimum color temperature is 3000k and the maximum color 
temperature is 6000k 

SCENE 
Save and recall up to 4 scenes. Press SCENE shortly to recall the previously saved scene. Press and 
hold SCENE 5s until you hear a beep to save the current scene. 
The factory default settings are as follows: 

Brightness 
SCENE1 100% 
SCENE2 100% 
SCENE3 50% 
SCENE4 5% 

Interface Introduction 

Group ID Settings 

Group DIP Switch: the group ID setting, the 
range is 0-15, Binary dial table as following 
(0 means OFF, 1 means ON) 

(1) Group ID setting 

R!ftch state ID PJ.!itch state 
0-0-0-0 0 0-0-0-1 
1-0-0-0 1 1-0-0-1 
0-1-0-0 2 0-1-0-1 

1-1-0-0 3 1-1-0-1 

0-0-1-0 4 0-0-1-1 

1-0-1-0 5 1-0-1-1 

0-1-1-0 6 0-1-1-1 

1-1-1-0 7 1-1-1-1 
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Color temperature 
3000K 
6000K 
4500K 
4500K 
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Others Settings 

ON OFF 

1 
(Note1) Group mode Broadcast mode 

2 Backlight is on Backlight is off 

3 The button The button 
tone is enable tone is disable 

4 Tum on button Tum off button 
vibration vibration 

Note 1: Group setting is valid only when 
this dial is set to OFF 
Note 2: The information will be valid until 
the power is turned on again after the 
setting is changed 
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DALI Diagram 

Control Panel ... 
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Installation guide 
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1.Mount an electrical box inside the wall 

3.Connect the wires 

DALI-P03 

'1''1''11 1 1!"\\��:!!.. 4 

��fr��i 
DALI Dimming Driver 
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2.To separate the glass panel and the back 
cover of the controller with a screwdriver along 
the gap of the back cover. 

4.To put the back cover on the electrical box and fix it with the screw. 

___ ... · 

--

5.To buckle the glass panel to the bottom box. 
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